C22WP90

CONTRA - Fixed panel 90 cm - pivot return %AZ ) {2 /
‘\ Collection: CONTRA

) Finish*:

| GA - Bright Anodised

Main features:

‘9\1’

Features
o DIMENSIONS: 200x 130 cm o WEIGHT: 58 kg
o MATERIAL: Clear glass o INSTALLATION TYPE: Walk-in
o NORMS AND REGULATIONS: EN 14428 e PIVOTRETURN WIDTH: 35¢cm
o MIN/MXTOTAL WIDTH FIXED ENCLOSURE WITHRETURN: 127 - 129 ¢cm o RETURN MATERIAL: transparent glass
o MIN/MAXWIDTH: 127 - 129 o REINFORCING BAR: Required: horizontal or diagonal.
o INSTALLATION: Open Space ® GLASS THICKNESS IN MM: 8
o PANEL HEIGHT IN CM: 200 o PANEL: Yes
o WALL ADJUSTMENT IN MM: 20 o ENCLOSURE TYPE: Walk-in
© ANTI-SCALE TREATMENT: Yes e (Clear coated glass
Consumer benefits

© COMFORT: Pivot return 40 cm to reduce spray

Required products

e £22BW90: Horizontal bar e E22BWC: Vertical bar
e E22BT: Reinforcement bar

Technical drawing

1020 max

C22wPg0 | c2awp100 | C22wP120 | C22WP140
Mm 1300 1400 1600 1800
Amini/maxi | 884-004 | 984-1004 | 1184-1204 | 1384-1404
T B 387 387 387 387
A B C mini/maxi | 1270-1290 | 1370-1390 | 1570-1590 | 1770-1790
c D 872 972 1172 1372

Product Specification: Fixed panel 90 cm - pivot return. C22WP90. Collection: CONTRA. DIMENSIONS: 200 x 130 cm. WEIGHT: 58 kg. MATERIAL: Clear glass. INSTALLATION TYPE: Walk-in. NORMS AND REGULATIONS: EN
14428.PIVOT RETURN WIDTH: 35 cm. MIN/MXTOTAL WIDTH FIXED ENCLOSURE WITHRETURN: 127 - 129 cm. RETURN MATERIAL: transparent glass. MIN/MAX WIDTH: 127 - 129. REINFORCING BAR: Required: horizontal
ordiagonal.. INSTALLATION: Open Space. GLASS THICKNESS IN MM: 8. PANEL HEIGHT IN CM: 200. PANEL: Yes. WALL ADJUSTMENT IN MM: 20. ENCLOSURE TYPE: Walk-in. ANTI-SCALE TREATMENT: Yes. Clear coated
glass.

*Due to possible variations in computer and printer calibrations, technical factors and certain finish characteristics, the colors you see may not accurately portray the actual colors and are provided as a guide only.
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