SERENITY - In-line fixed panel 40 cm Z ;% é
E1 4L40 PARIS

Collection: SERENITY

i Finish*:

GA - Bright Anodised

Main features:
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Features
o DIMENSIONS: 190 x40cm o MATERIAL: Glass with aluminium frame
o INSTALLATION TYPE: Alcove or corner o MIN/MAXWIDTH: 37,5 - 40
® GLASS THICKNESS IN MM: 6 o PANEL HEIGHT IN CM: 190
o WALLADJUSTMENT IN MM: 25 o ENCLOSURE TYPE: Walk-in
o ANTI-SCALE TREATMENT: Yes o Fixed side panel reversible right or left for corner installation with Serenity doors (except
quadrantand corner access)
e Clear coated glass 6 mm thick  Optional: Extension profile 15 mm.
Consumer benefits Installation benefits
* COMFORT: Offset pivot action for optimal entry and opening ® EASY INSTALLATION: Factory-assembled
o \WIDE CHOICE: Sized 80t0o 180 cm wide o Wall adjustment 25 mm on each wall frame
o ANTI-SCALE: Coated enclosures
Technical drawing
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Product Specification: In-line fixed panel 40 cm. E14L40. Collection: SERENITY. DIMENSIONS: 190 x 40 cm. MATERIAL.: Glass with aluminium frame. INSTALLATION TYPE: Alcove or corner. MIN/MAX WIDTH: 37,5 - 40.
GLASS THICKNESS IN MM: 6. PANEL HEIGHT IN CM: 190. WALL ADJUSTMENT IN MM: 25. ENCLOSURE TYPE: Walk-in. ANTI-SCALE TREATMENT: Yes. Fixed side panel reversible right or left for corner installation with
Serenity doors (except quadrantand corner access). Clear coated glass 6 mm thick. Optional: Extension profile 15 mm..

*Due to possible variations in computer and printer calibrations, technical factors and certain finish characteristics, the colors you see may not accurately portray the actual colors and are provided as a guide only.
www.jacobdelafon.com

This document is not contractual



