MALLECO - Single-lever kitchen sink mixer with sensor activation Z 2 {2 é
E77748 PARLS

Collection: MALLECO

Finish*:

CP - Chrome VS - Brushed Stainless
Steel

Main features:

HO&C
QO

Features
o WEIGHT: 2.6 kg o MATERIAL: Vetal
o INSTALLATION TYPE: 1 hole o HOSE TYPE: Braided nylon hose
e TYPE: Single-lever e FLOWRATE: 7 I/mn
o HEIGHT UNDER SPOUT: 383 e SPOUT PROJECTION: 229
o CONNECTION: With supply hoses o SHOWER TAPS-WATER/ENERGY SAVING: Yes
o WASTE : Without o TYPE OF KITCHEN TAP: ELECTRONIC/SENSATE
e SPOUT TYPE: With pull-out spray o MECHANISM GUARANTEE: 5 years

 DRILLING: @ 35 mm

Consumer benefits Installation benefits
e ACTIVATE IN ONE EASY MOVEMENT. Turn water on or off by moving hand in the © SOLID INSTALLATION: Double rod fixing
detection zone. Extra-fast response time. © BATTERY-OPERATED: Operates with AA batteries, outlet under sink is not required.

© EASY TO HANDLE: Braided nylon hose guarantees quiet, fluid movement. The swivel ball
joint provides smooth maneuvering. These unique technologies considerable lower the risk
of breakage.

e CUSTOMIZATION: 3 interchangeable silicone levers in timeless colours
(black/white/taupe) are supplied with the faucet.

Technical drawing

|~ 229

Product Specification: Single-lever kitchen sink mixer with sensor activation. E77748. Collection: MALLECO. WEIGHT: 2.6 kg. MATERIAL: Metal. INSTALLATION TYPE: 1 hole. HOSE TYPE: Braided nylon hose. TYPE: Single-
lever. FLOW RATE: 7 I/mn. HEIGHT UNDER SPOUT: 383. SPOUT PROJECTION: 229. CONNECTION: With supply hoses. SHOWER TAPS-WATER/ENERGY SAVING: Yes. WASTE : Without . TYPE OF KITCHEN TAP:
ELECTRONIC/SENSATE. SPOUT TYPE: With pull-out spray. MECHANISM GUARANTEE: 5 years. DRILLING: @ 35 mm.

*Due to possible variations in computer and printer calibrations, technical factors and certain finish characteristics, the colors you see may not accurately portray the actual colors and are provided as a guide only.
www.jacobdelafon.com

This document is not contractual



